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Increasing the separability of chemosensor array patterns with
Hebbian/anti-Hebbian learning
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Abstract

The olfactory bulb is able to enhance the contrast between odor representations through a combination of excitatory and inhibitory circuits.
Inspired by this mechanism, we propose a new Hebbian/anti-Hebbian learning rule to increase the separability of sensor-array patterns in a
neurodynamics model of the olfactory system: the KIII. In the proposed learning rule, a Hebbian term is used to build associations within odors
and an anti-Hebbian term is used to reduce correlated activity across odors. The KIII model with the new learning rule is characterized on synthetic
data and validated on experimental data from an array of temperature-modulated metal-oxide sensors. Our results show that the performance of
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he model is comparable to that obtained with Linear Discriminant Analysis (LDA). Furthermore, the model is able to increase pattern separability
or different concentrations of three odorants: allyl-alcohol, tert-butanol, and benzene, even though it is only trained with the gas sensor response
o the highest concentration.

2006 Elsevier B.V. All rights reserved.
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. Introduction

The olfactory system has been optimized over evolutionary
ime to allow animals detect and interpret the information from
olatile molecules in the environment. The striking similarity
etween the olfactory system across phyla seem to imply that
ts architecture has been shaped to reflect basic properties of
lfactory stimuli [1]. This suggests that the underlying mecha-
isms of the olfactory system could be of practical use to process
ignals from gas sensor arrays.

Motivated by this idea, our long-term research objective is to
evelop biologically inspired computational models for chem-
cal sensor arrays. In this paper, we focus on the ability of the
lfactory bulb to improve the separability of odor representa-
ions. The olfactory bulb receives direct inputs from olfactory
eceptor neurons in the epithelium, and reshapes this information
hrough excitatory–inhibitory circuits, increasing the contrast
cross odor representations [2]. This article presents a learning
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rule to apply this computational function to gas sensor-array pat-
terns. The proposed learning rule is validated on the KIII model
of Freeman et al. [3,4]. The KIII is a neurodynamics model
of the olfactory system that encodes odor information through
dynamic attractors. In recent years, computational models using
this coding strategy have been shown to have resistance to noise
and higher storage capacity [5,6,7]. However, with a few excep-
tions [8–10], the KIII model has gone largely unnoticed in the
machine olfaction literature.

2. Contrast enhancement through
Hebbian/anti-Hebbian learning

Contrast enhancement in the olfactory bulb is performed
through the inhibition of mitral cells by nearby granule interneu-
rons [11]. This inhibition has the effect of reducing the molecular
tuning range (i.e., the number volatile molecules detected) of a
mitral cell relative to that of olfactory receptor neurons, effec-
tively orthogonalizing patterns across odors. It is well known
that this computational function can be achieved by means of
anti-Hebbian learning [12]. The anti-Hebbian learning rule is the
E-mail addresses: agustin@cs.tamu.edu, rgutier@cs.tamu.edu
R. Gutierrez-Osuna).

opposite of the Hebbian rule [13], and states that the strength of
the connection between two neurons should decrease when both
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activate simultaneously:

�wkl = −xkxl (1)

where xk and xl are the kth and lth inputs to the system. The
application of this rule to a laterally connected network leads to
a decorrelation of the input channels in the system.

We propose a learning rule that combines Hebbian and
anti-Hebbian terms to achieve both robustness to sensor fail-
ures and enhanced pattern separability, respectively. Assum-
ing a pattern recognition problem with N odor patterns pi =
[xi

1x
i
2, ..., x

i
M]

T
; 1 ≤ i ≤ N, and a recurrent network with M

fully laterally connected neurons, the strengths of the lateral
connections are computed with the following off-line expres-
sion:

w =

Hebbian︷ ︸︸ ︷
N∑

i=1

pi(pi)
T −

anti-Hebbian︷ ︸︸ ︷
N∑

i=1

N∑

j=1
j �=i

pi(pj)
T

(2)

The first term in Eq. (2) is the Hebbian rule, which strengthens
the connection between neurons that are active within a pat-
tern. The second term is the anti-Hebbian component, which
reduces the connection weights between neurons that are active
for multiple patterns, on the average reducing the overlap across
patterns. Negative mitral-to-mitral connections are avoided by
forcing to zero all elements in Eq. (2) that become negative.

3. Contrast enhancement in the KIII

The proposed learning mechanism is implemented on the
KIII, a neurodynamics model of the olfactory system developed
by Freeman and colleagues over the last 30 years [3,4]. The
KIII reproduces electroencephalographic (EEG) recordings in
the olfactory system by modeling the oscillatory behavior of
neuron populations [4]. The topology of the model, shown in
Fig. 1, is based on the physiology of the mammalian olfactory
system [3,14]. Each node in the KIII represents a population of
neurons, modeled by a second order differential equation, and
each edge models the interaction between two populations. The
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ig. 1. The KIII model architecture. The KIII model is built after the basic architect
periglomerular cells; M mitral cells; G granule cells; E and I cells from the anterio

ells. M-to-M connections are learnable and are trained with the proposed Hebbian/a
ure and building blocks of the olfactory system: R olfactory receptor neurons;
r olfactory nucleus; A and B are cells from piriform cortex; C deep pyramidal
nti-Hebbian rule (Eq. (2)).
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strength of this interaction is controlled by a weight, which is
positive when the connection is excitatory and negative if the
connection is inhibitory.

Odor stimuli are presented to the system as a pattern through
an input layer of receptors. Each receptor defines an input chan-
nel, and is connected to an oscillator (also known as a reduced-
KII set) consisting of one mitral and one glomerular ensemble.
Patterns are stored by means of a layer of Hebbian lateral con-
nections between mitral ensembles [15]. Thus, the model can
be used as an associative memory to recover incomplete or cor-
rupted stimuli.

In the absence of an external stimulus, the KIII channels fol-
low an aperiodic oscillatory behavior known as a basal state
[16]. When an input is presented, the system moves into a global
attractor in state space, which can also be observed as pseudo-
periodic oscillations in the output channels. The amplitude of
the oscillations at each channel depends on the activation level
of its receptor input, but is also influenced by other receptors as a
result of the lateral connections. The output pattern of the KIII is
commonly taken to be the amplitude or RMS of the oscillations
of each channel [3].

3.1. Hebbian/anti-Hebbian learning in the KIII model

Whereas the use of Hebbian learning in the KIII model is
well established [15], application of anti-Hebbian learning is
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Fig. 2. Illustration of the between class-scatter SB, and within class-scatter S1
W,

S2
W for a two-class problem.

of elements per class, the Fisher Discriminant Function was
computed following the expression [20]:

J = tr(SB)

tr(SW)
(3)

where SB is the between-class scatter, and SW is the within-class
scatter:

SB =
c∑

i=1

(µi − µ)(µi − µ)t (4)

SW =
c∑

i=1

Si
W︷ ︸︸ ︷∑

y ∈ Ci

(y − µi)(y − µi)
t (5)

µi is the mean of class i, µ the pooled mean, and Ci is the set
of samples from class i. The between-class scatter is a measure
of the distance between the mean of each one of the classes,
and the within-class scatter is a measure of the spread of each
class. Thus, class separability is directly proportional to SB and
inversely proportional to SW, as captured by the objective func-
tion in Eq. (3).

4.1. Synthetic binary problem

The KIII with Hebbian/anti-Hebbian learning and the other
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on-trivial because of the oscillatory nature of the KII sets: the
nteraction between laterally connected oscillators is a vector
peration. Therefore, depending on the relative phase of the two
scillators, it is possible for an inhibitory connection to have an
xcitatory effect. This problem has also been reported in other
scillatory neural systems [17]. To address this problem, the
roposed learning rule (Eq. (2)) combines an anti-Hebbian term
ith a Hebbian term. The role of the Hebbian term is two-fold.
irst, it provides positive mitral-to-mitral connections, which
re subsequently reduced by an anti-Hebbian term. Second, it
reserves the associative-memory function of the KIII, allowing
he model to learn odor-specific attractors.

. Comparison with other methods

To evaluate the new Hebbian/anti-Hebbian rule, the perfor-
ance of the KIII model is compared to that of three additional

rocedures: a Hopfield network [18], a KIII with only Hebbian
earning, and Linear Discriminant Analysis (LDA) [19]. The
rst two procedures are associative memories, and were cho-
en to determine the extent to which the proposed learning rule
an improve the performance of a model trained with Hebbian
earning. LDA was used to provide a reference on the pattern
eparability that can be obtained with linear models; LDA is
nown to find the optimum projection for Gaussian likelihoods
ith equal covariances [19] by maximizing the Fisher Discrimi-
ant Function introduced below. In turn, the pattern separability
f the raw inputs was used as a lower bound of performance for
he models (Fig. 2).

Pattern separability was measured with the Fisher Discrimi-
ant Ratio [19]. Assuming a c-class problem with same number
procedures were presented with a 3-class problem with 16-
imensional binary inputs. Fig. 3 shows the three overlapping
inary patterns (A, B, C) used as training patterns. Test patterns
ere generated by randomly mutating bits of the 16-dimensional
atterns. Six levels of noise were considered by mutating 1–6 bits
f the input pattern, which corresponds to a 6–37% change of
he original pattern. One thousand examples were generated for
ach noise level.

Fig. 4 shows the pattern-separability obtained by the four
rocedures and that available at the input. The separability J
s plotted as a function of the amount of noise that was intro-
uced to the input patterns. The KIII-Hebbian/anti-Hebbian

ig. 3. Overlapping binary patterns used to test the pattern separability of the
odel.
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Fig. 4. Separability of the output patterns against the level of noise introduced in
the input patterns. Separability of the output patterns of LDA, KIII-Hebbian/anti-
Hebbian, KIII-Hebbian, Hopfield output, along with the separability of the raw
input.

clearly outperforms the KIII-Hebbian and the Hopfield network,
approaching the performance of LDA. It is important to note that
the KIII model and the Hopfield model deal exclusively with
positive-defined patterns. LDA is not subject to this constraint:
LDA output patterns can (and do) have positive and negative val-
ues, affording a larger between-class scatter than that obtained
with the KIII model. Despite the constraints, the proposed KIII
Hebbian/anti-Hebbian model is still able to perform close to
LDA.

Several mechanisms are responsible for the increase of sepa-
rability obtained by the KIII models and the Hopfield network.
The Hopfield network and the KIII-Hebbian model are able
to increase the separability of the input patterns through pat-
tern completion. This mechanism is able to partially restore the

stored patterns from the noisy version presented at the input,
reducing the within-class scatter, SW. The KIII-Hebbian/anti-
Hebbian takes advantage not only of the pattern completion
mechanism, but also of the overlap and crosstalk reduction
mechanisms. Crosstalk is the interference of other stored pat-
terns in the retrieval of any stored pattern. Both mechanisms
allow the system to increase the between class-scatter SB of the
input patterns, consequently increasing its separability.

5. Sensor array-pattern validation

The KIII-Hebbian/anti-Hebbian was finally validated on
experimental data from a gas sensor array with four MOS sen-
sors (TGS2600, TGS2610, TGS2611, and TGS2620) [21]. A
delivery system was used to expose the sensors to the dynamic
headspace of three analytes: allyl-alcohol (A), tert-butanol (B),
and benzene (C) at five different concentrations. To increase the
information content of the sensor response, the MOS sensors
were modulated in temperature [22] with a ramp profile on the
heater voltage from 2 to 4.5 V over a period of 200 s. Fig. 5
shows the response of the TGS2610 sensor to the five different
concentrations of each analyte. Using this excitation profile, we
collected a database of sensor response patterns for the three
analytes (A, B, C), five concentrations per analyte, and five rep-
etitions each; each repetition was collected on a different day to
d
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ig. 5. Response of a TGS2610 sensor to five different concentrations of allyl
ensor response to air. The heather voltage was modulated using a ramp profile
etermine whether or not the sensors patterns were repeatable.
The temperature-modulated response of the four MOS sen-

ors at the highest concentration was concatenated to form a
ingle pattern, and used to train the KIII. Each pattern was pre-
iously normalized individually to have a maximum value of
ne and decimated to obtain 64 samples per sensor response.
his preprocessing is necessary to balance the inputs to the
III, and ensures that the model operates in a well-behaved
ynamic region. Fig. 6(a)–(c) shows the concatenated response
rom two (TGS2610, TGS2611) of the four sensors; only two
ensors were used here in order to facilitate visualization. Even
hough the sensors provide a unique response pattern to each
nalyte, there is also a significant degree of overlap that shad-
ws the most relevant discriminatory information. Fig. 6 (right
olumn) shows the output of the KIII to the three analytes; the
III is able to noticeably reduce the overlap across patterns and

nhance the channels (i.e., operating temperatures) with highest
electivity. The response pattern for analyte A is highly reduced

ol (a), tert-butanol (b), and benzene (c). The bottom curve in each plot is the
4.5 V; 200 s).
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Fig. 6. Contrast enhancement in the KIII with experimental data from gas sensors. The left column shows the original sensor response to the three analytes, which
serves as the input to the KIII. The right column shows the corresponding output of the KIII (i.e. ac amplitude in mitral cells).

on the right hand side of the two peaks (located in channels 9 and
44) since that region is highly overlapping with the response to
analytes B and C. On the other hand, the same sensor response
maintains activity on the left hand side of the peaks because
this area contains discriminatory information of analyte A on
the original sensor response. Since the response pattern for ana-
lyte B has large overlap with the other two response patterns on
both sides of the peaks (channels 13 and 49), the KIII narrowly
sharpens the activity of this pattern around its peaks (Fig. 6).
Finally, the sensor response pattern for analyte C is sharpened
also around the two peaks (channels 16 and 53), which is where
discriminatory information for this analyte is highest.

We performed a more systematic study of the pattern separa-
bility achieved with the KIII model using the entire database. As
in the previous section, model performance was measured using
the Fisher discriminant ratio (J). The KIII model was trained
with the sensor–array response at the highest concentration of
each analyte, and subsequently tested with the entire database.
Fig. 7 shows the pattern separability at the input and output of
the KIII as a function of analyte concentration. Pattern separa-
bility increases with concentrations. This is due to two reasons.
First, the analytes become more separable at increasing con-
centrations. This is clearly shown by the lower curve in Fig. 5.
Second, the KIII is likely to display better performance at con-
centrations close to the one it was trained on (the highest one in
our case). However, the model is able to increase pattern separa-

Fig. 7. Pattern separability at the input and output of the KIII on a database
of analytes at different concentrations. The model was trained using only the
sensor patterns at high concentration.

bility at all the lower concentrations as well, as can be observed
in Fig. 7.

6. Discussion

This paper has presented a Hebbian/anti-Hebbian learning
rule to increase the separability of gas sensor-array patterns.
The proposed rule is implemented in Freeman’s KIII model.
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The model with the new learning rule has been characterized
with a synthetic binary problem comparing it with three other
procedures. The model is validated with gas sensor response of
four MOS sensors to three analytes: allyl-alcohol, tert-butanol,
and benzene, at different concentrations.

The model has been characterized with a synthetic problem
with binary patterns. The proposed learning rule has been shown
to increase the separability (Fisher discriminant ratio) of the out-
put patterns with respect to that available at the input. This is
achieved by both a decrease of the within-class scatter and the
increase of the between-class scatter of the output distribution.
It is worth to notice that the simulated dataset in Section 4.1
consisted of isotropic likelihoods and, therefore, all discrimina-
tory information was contained in the mean of the distribution.
This type of distribution was used to ensure a fair comparison
between the two KIII models and the Hopfield model, which are
limited to first-order statistics, and LDA, which can also consider
second-order statistics.

The model has also been validated on the response of four
MOS sensors to three analytes: allyl alcohol, tert-butanol, and
benzene, at different concentrations. Our results have shown that
the model is able to increase the separability of gas-sensor-array
patterns, and also generalizes well across concentration levels.

The main objective of this work is to model signal-processing
strategies in the olfactory pathway, and apply them to the
processing of chemosensor arrays. As with other biologically
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lassifier. Thus, given that the classes in Fig. 3 are unimodal
nd have similar noise properties, the LDA performance shown
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pper bound on performance for any classification approach.
mproved performance should be expected for biologically
nspired models in problems where the input dimensionality
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